
FASTENER INSERTION MACHINES

Features & Benefits

6 tons (53 kN) ram force and 18 inches (457 mm) throat depth. 
The new hydraulic system improves the e�iciency by 11%
compared with the 618PLUS Insertion Machine. 
Equipped with Haeger® patented safety system. 
PLC control system with more expansion. 
7-inch screen operation interface. 
Built-in counter. 

System Description
Forward limit option 
MAS9 or MAS350 Module Automatic Feeding System (optional) 

Automatic Bottom Feeding Toolkit (ABFT) J-Frame 
is used for those di�icult to reach flanges.

Manual tooling J-Frame is used for small boxes 
and short reverse flanges.



Force Range 

Throat Depth 

Stroke Length

Adjustable up Stroke 

Electric Requirement

Hydraulic Pump Motor

Oil Tank Reservoir

Pressure Precision 

Speed

 

Weight 

Layout

Fastener Range 

Clinching Capability

Adjustable range 400 lbs. (1.8 kN) to 12,000 lbs. (53 kN) 

18" (457 mm)

0 to 8.0" (0 to 200 mm) 

3/8" to 6" (10 to 150 mm) 

200 V to 575 V 3 phase 50 or 60Hz 

2 HP

10 gallons (39 liters) 

+/- 2% of set pressure 

Down 89 mm/s 

Up 105 mm/s 

1560 LBS.(710 KG)

(L×W×H) 44"× 66" × 92"(1143 mm × 864 mm × 2388 mm) 

0.256 to 1/2" (M2 to M10) 

22-11 gauge steel (1 mm - 6 mm) total thickness

FASTENER INSERTION MACHINES

For more information on the 618PRO and other Haeger® products, visit our website 
at www.haeger.com or contact your authorized Haeger® Distributor. 

Specifications

Please lower the pressure first, then 
adjust the pressure to an appropriate 
level and confirm it in the one stroke 
mode, tick the box, and click to 
continue to the next page. 

SHUTTLE TOOLING FOR STUDS AND 
STANDOFFS

Applicable to 618PRO, 618PLUS, 
824PLUS, 618MSP and 824MSP. Install 
studs and stando�s into a variety of part 
configurations including fasteners close 
to vertical flanges. This tooling allows 
the operator to see the fastener and 
speeds insertion.

AUTOMATIC BOTTOM FEED 
TOOLING (ABFT)

Applicable to 618PRO, 618PLUS, 
824PLUS, 618MSP, 824MSP and 824WT. 
Automatic insertion into flat parts as well 
as into hard to reach holes, such as 
those on the underside of a flange.

AUTOMATIC  FEEDING NUTS

Applicable to 618PRO, 618PLUS, 
824PLUS, 618MSP and 824MSP. Ideal for 
automatic insertion of nuts and short 
stando�s.

Simple Operation Interface

Manual
Set fastener/workpiece 

Dwell time(S)

Move upward (%) 

Fastener

Workpiece 

Total riveting times 

Stroke selection 
One stroke double stroke 

Grounding selection 
Non-conductive Conductive 

Vacuum suction cup 
StopStart Manual

Reset HelpFeeding

Emergency 
stop switch Rising valve 

Pressure 
switch 

Lowering 
valve 

Motor start  

Bypass valve  

Mold contact 

Safety switch 

Motor feedback 

Vacuum induction 

Pedal down 

Pedal up  

Pressure 
confirmation 

Vacuum 
induction Feeding

Continue

Return

Return
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Confirm

One stroke double stroke 

Vacuum valve Manual feeding 

Automatic feeding 

Enter password

Feeding 

Manual feeding 

Blowing time (100 ms) 

Stretching out-to-back time (100 ms) 

Vacuum valve

Blowing

Material splitting 
cylinder 

Stretch out 
cylinder 

Vacuum induction 


